1 UNDERGROUND FACILITIES, STRUCTURES AND UTILITIES HAVE BEEN PLOTTED FROM AVAILABLE SURVEYS
AND RECORDS. THEIR LOCATIONS MUST BE CONSIDERED TO BE APPROXIMATE ONLY. (T IS POSSIGLE
THERE MAY BE GTHERS, THE ENISTENCE OF WHICH 1S NOT PRESENTLY KNOWN DR SHOWN. IT IS THE
CONTRACTOR'S RESPONSIBILITY 70 DEFERMINE THEIR EXISTENCE AND EMACT LOCATION AND TO AVOID
DAMAGE THERETO,

2 ANY FACILITIES OR APPURTENANCES WHICH ARE THE PROPERTY OF ANY PUBLIC UTILITY LOCATED WITHIN
THE LIMITS OF CONSTRUCTION SHALE BE RELOCATED OR ADJUSTED 8Y THEIR RESPECTIVE OWHERS. THE

CONTRACTOR SHALL NOTIFY AND COOPERATE WITH THE OWNERS OF ANY SUCH FACILITY IN THER REMOVAL

AND REARRANBEMENT OPERATIONS IN ORDER THAT THESE OPERATIONS ANB THE CONSTRUCTION OF THIS
PROJECT MAY PAOGRESS IN A REASONABLE MANMNER. ALL ROADSIDE OBJECTS [DTILITY POLES, FIRE
HYDRANTS, SIGNS, ETC.} SHALL BE RELOCATED 70 PROVIDE A MINIMUM OF 2 FEET CLEARANCE MEASURED
FAOM THE FAGE OF CURD TO THE NEAR EDGE OF THE OBJECT.

-

ILUNDJE STATE LAW REGUIRES A 48 - HOUR NOTICE TO BE GIVEN TO UTILITIES BEFORE BIGGING. FIELD
MARKING OF FACILITES MAY BE DBTAINED BY GONTACTING JULLLE GR FOA NOR-MEMBERS, THE UTILITY
COMPANY DIRECTLY. AGENGIES KNOWN TO HAVE FACILITIES WITHIN THE PROJECT AREA ARE AS
FOLLOWS:

UTILITY COMPANY TYPE
FAMERENIP GAS B ELECTIC
*AT&T CORPOHATION COMMUNICATIONS
*CHARTER GCOMMUNICATIONS, INC. GABLE TV
*CITY OF COLLINSVILLE WATER B SANITARY SEWER
CAT&T ILLINOLS COMMUNICATIONS
*SOUTHWESTEAN ELELGTRIC GOOPERATIVE, INC. ELECTRIC

*MEMBERS OF JOINT YTILVY LGCATING INFORMATION FOR EXCAVATORS (JOLLE) THE J.ULLE.
SYSTEM PHONE NUMBER 1S 1-200-882-0123, NON-J.U.LLE MEMBERS MUST BE NOTIFIED INDIVIDUALLY.

4 PRIDE TO CONSTRUCTION, THE CONTRACTOR SHALL CONTACT THE LOCAL POSTMASTER FOR APPROVAL
OF THE TEMPORARY MAILBOX LOCATIONS.

5 THE CONTRACTOR SHALL VERIFY ALL DIMENSIDNS AND CONDITIONS IN THE FIELD PRIOR TO ORDERING
MATERIALS AND COMMENCING CONSTRUCTIDN.

& THE CONTRACTOR SHALL STAGE ALL WORK IN SUCH A WAY AS TD‘ MAINTAIN INGRESS AND EGRESS
TO ALL ABUTTING PROPERTIES ‘AT ALL TIMES PURING CONSTRUCTION

7 WHEN THE MILLING OFERATION COMMENCES, “ROUGH GROOVED SURFACE™ (W8-J106-{0)-38) SIGNS SHALL
BE PLACED BY THE CONTRAGTOR AT FACH END OF THE SECTION, AND EACH NTERSECTING SIDE ROAD.
THE COST OF THIS WORK WILL NDT 8E PAID FOR SEPAHATELY, BUT SHALL BE CONSIDERED AS INCLUDED
IN THE CONTRACT UNIT PRICES BIb FOR THE VARIOUS iTEMS OF WORK INVOLVED.

¥ THE THICKNESS OF THE HOT-MIX ASPHALT MIXTURES SHOWN ON THE PLANS IS THE NOMINAL THICKNESS.
DEVIATIONS FHOM THE NOMINAE THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OGCUR DUE
T0 IRREGULARITIES IN THE EXISTING SURFACE OR BASE ON WHICH THE BITUMINDUS MIXTURES ARE
PLACED.

8 STORM SEWER INVERTS SHOWN ON THE PLANS HAVE BEEN CALCULATED 70 THE CENTER OF THE
STRUCTURE. THE STORM SEWER SLOPES SHOWN ON THE PLANS IS THE PERCENT GRADE FROM CENTER
TO CENTER OF SYRUCYURE. YHE LENGTH OF STORW SEWERS SHOWN ON THE PLANS 1§ THE DISTAMNCE
FAOM CENTER T0 CENTER DF STRUCTURE, STORM SEWER SHALEL BE MEASURER AND PAID FOR AS
SPECIFIED IN ARTICLE 550.09 OF THE "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.”
FLASED END SECTIONS ARE LOCAVED BY STATION, OFFSET AND FLOWLINE ELEVATION AT THE FLARED
END OF THE FLARED END SECTION.

10 THE CONTRAGTOR SHALL INCLUDE THE COST OF MAKING CONNECTIONS TO EXISTING DRAINAGE STRUGCTURES
IN THE CONTVRACT UNIT PRICE FOR THE STORM SEWER ITEMS INVOLVED.

11 ALL DRAINAGE STRUCTURES CONSTRUCTED, ADJUSTED OB RECOMSTRUCTED UNDER THE CONTRACT,
SHALL BE CLEANED OF ANY ACCUMULATION OF SILT, DEBRIS OF FOREIGN MATTER AT THE END OF EACH
WORKING DAY AND AT THE TiME OF FINAL INSPECTION, THE COST OF THIS WEORK WILL NOT BE PAID FOR
SEPARATELY, BUT SHALL BE CONSIDERED AS INCLUDEDR 1N THE CONTRACT UMIT PRICES BID FOR THE
VARIOUS DRAINAGE STRUCTURE ITEMS INCLUDED IN THE CONTRACT.

12 ‘THE CONTRAETOR SHALL APPLY TEMPGRARY PAVEMENT MARKINGS TD THE MILLED, PRIMED AND EACH

HOT-MIX ASPHALT SURFACE LAYER. & OQUANTITY FOR TEMPORARY PAVEMENT MARKING EQUAL TO THE AMOUNT

OF PERMANENT PAVMENT MARKING TIMES THE NUMBER OF REQUIRED APPLICATIONS HAS BEEN
INCEUDED IN THE PLANS,

"13 THE TRAFFIC SIGNAL PLANS WERE DESIGNED AND PROVIDED BY THE ULINDIS DEPARTMENT OF TRANSPORTATIDN

14 REMOVAL DF EXISTING AGGREGATE SHOULDERS SHALL BE INCLUDED WITH EARTH EXCAVATIGN.

GENERAL NOTES

18 THE GOST OF THE COARSE AGBREGATE THAT IS REQUIRED UMDER THE CONCRETE MEBIAN SURFACE SHAL BE INCLUDED IN THE
THE COST OF THE CONCRETE MEDIAN SURFACE, 4%,

6 SUGGESTED STAGING PLANS HAVE BEEN INCLUDED WITH THIS CONTRACT. SHOULD THE CONTRACYOR WANT TG MODIFY

THE STAGING, A PROPDSAL SHALL BE SUBMITTED AND APPROVED BY THE ENGINEER PRIOR TO MODIFICATIDNS.

7 THE GEOTECHNICAL ENGINEER SHALL BE NOTIEIED IN ADVANCE WHEN THE SUBGRADE IS EXPECTED TO BE COMPLETER.
ARTIGLE 301.04 OF THE SYANDARD SPECIFICATIORS STATES THAT THE SUBGRADE SHALL WAVE A MAINIMUME IMMEDIATE BEARING
VALUE (1BY) OF 8. THIS Wiil BE DETERMINED ACGCORDING TO THE ILLINOIS TEST PROCEBUAE 501 DR 502,

MIXTURE HEQUREMENTS — SUPERRAVE PROJECT

ROUTE FMI' 4R HORSESHOE LAKE RDAD

SECTION 734518

COUNTY FADISDI’I

CONTRACT T8BeZ

DESCRIPTION: WIDENING AND RESURFACING ON HORSESHOE LAKE ROAD AND INTERSECTION

IMPHOVEMENTS ON EASTPORT PLAZA DRIVE

ADT [CONSTRUETION YR|

24000 -

MU%:

3

SU%:

3

20 YR, ESAL'S:

3.26

MOTURE US!

SURFACE

LEVEL BINDER

BINBERPATCHIN

ACPG

$BS PG5 76-22

RAP % [MAX)

PG 64-22

Pg 54-22

BASE COUBSE
P §4-22

0%

0%

10%

10%

DESIGN AIR VOIDS

40% @ Ndos=50

40% @ Ndes=90

MIX COMPOSMION

40% @ Ndas=30

4.0% @ Ndss=50

11~19.0

180

(GRADATION WNIXTURE}

FRICTIGN AGG

MUDTURE "D°

WMIXTURE “C”

JDTURE “8™

MIXTURE "B”

MITURE USE

SHOULDERS

TOP_LIFT SHOULDERS

ACPD

PG S8-72

PO SB-22

RAP % [MAX)

A%

%

DESIGN_AIR_¥01DS

20% @ Ndes=30

*20% @ Niax=30

MiX COMPOSITION

{GRADATION MERXTURE]

FRICTION AGG

BAM

BAM

** TOP LIFT SHOULDERS ~ PESIGN THIS MIX AT Z.0% VDIDS AND ADD ASPHALT T@ RERUCE VO[DS 7O 15%

PLAN QUANTITIES FOR HOT-MIX ASPHALT SURFACE COURSE WEMS ARE CALCULATED
USING A UNIT WEIGHT OF 112 1BSQ YDMN (59.5 NGSQ M25 MM THICKNESS).

19. ADVANCE WARNING SIGNS SHALL BE PLACED ON THE TRAIL TO WARN TRAIL

USERS OF THE CONSTRUCTION AHEAD. THE TRAIL SI1ALL NOT RE CLOSED EXCEPT
WHEN PAVING AND REMOVING SIHOULDERS ON EASTPORT PLAZA DRIVE WHERE THE
TRAIL INTERSECTS, THE COST FOR THESE SIGNS WILL NOT BE FAID FOR SEPARATELY

 BUTSHALL BE INCLUDED IN THE COST OF OTHER TRAFFIC CONTROL ITEMS, _

COMMITMENTS

Fev. bo-to-08
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